
 

Hardware Specification 
Operating System 
     • Microsoft® Windows® XP Home/Pro Edition   
Processors/Cache 
     • Intel® Core Solo U1400 1.2GHz (2MB of L2 cache)   
Chipset 
     • Mobile Intel 915GMS Express Chipset   
Display 
     • 4.5" SVGA TFT LCD   
Graphics 
     • Intel® 915GMS Extreme Graphics controller  
     • 1024 x 600 pixels 
     • Up to 1600 x 1200 pixels  
     • Zoom, Rotate and Pan display   
Video RAM  
     • Intel Graphics Media Accelerator 950 with memory  
        scaleable to a maximum 128MB 
System Memory  
     • DDR2 512MB SDRAM  
     - Optional DDR2 1GB SDRAM 
System Storage 
     • 30GB Ultra ATA/100 4200RPM 
     - Optional 60GB Ultra ATA/100 4200RPM 
     - Optional 16GB Solid State Hard Drive 
     - Optional 32GB Solid State Hard Drive         
Communications 
     • Integrated Intel® PRO/Wireless 2200BG 802.11b/g  
        networking  
     • Integrated Bluetooth® 
     - Optional GPRS/EDGE connection module 
Input/Output Devices  
     • Touch Screen  
     • Keyboard (64 Keys)  
     • Front 360k pixel camera 
     • Rear 1.3 megapixel Camera 
     • Fingerprint Reader  
I/O Ports 
     • Microphone-in  
     • Headphone-out  
     • 1 USB 2.0 port 
     • Docking connector  

For situations where you need to use SurvayaCam as a mobile surveillance solution we recommend the Sony VAIO UX Series. 
The UX Series is light weight and easy to carry. It can either be carried in the hands or body worn as a wearable PC by using our 
carry case. The UX Series runs Windows XP and has a 4.5" SVGA TFT LCD touch screen. You can connect the UX Series to a 
mobile phone for GPRS/3G/EDGE/HSDPA/EV-DO connectivity via the integrated Bluetooth adaptor, or connect it to your wireless 
network by switching on the built in wireless adaptor. If you require the use of a data card we can also supply a USB powered 
external drive. For more detailed information please see the specification below. 
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I/O Replicator Ports 
     • i.Link 
     • External Display Port 
     • Fast Ethernet 100Base-TX/10Base-T 
     • 3 USB 2.0 ports  
     • AV out  
     • DC power in 
Expansion  
     • Memorystick Duo 
     • CF Card Slot 
     - Optional USB PCMCIA Drive 
Audio  
     • Intel® High Definition Audio 
     • Integrated speaker  
     • Integrated microphone 
Security 
     • Integrated Fingerprint Reader  
     • Hard Drive Protection   
Dimensions 
     • 5.91" x 3.74 " x 1.27-1.50"  
     • 150mm x 95mm x 32.25-38.1mm 
Weight 
     • 1.2 lbs / 544g 

Battery Life 
     • Lithium-ion 4.5 hours battery 
     - Optional Lithium-ion 9 hours battery 
     - Optional Lithium-ion 18 hours battery  
System Status LEDs 
     • Power on/off  
     • Battery status  
     • Hard Disk Drive (HDD) activity  
     • Wireless activity 
     • Bluetooth activity  
Control Buttons 
     • Camera capture button  
     • Camera focus button 
     • Sony setup button  
     • Zoom in/out buttons  
     • Left/right/scroll mouse buttons  
     • Wireless on/off Button 
     • Power on/off button  
AC Adapter 
     • 40W universal, 2-pin jack  
     • 100-240V / 50-60 Hz 


